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SECRET 


The geophysics section of Object 9 1: due is engaged in systematically checking 
the operational area assigned to it for ayy deposits of radioactive ore by mans 
of an air testing device. The method ea ployed is described as follows: 


A section of the map of the area is divided into so-called profiles, each pro- 
file corresponding to a segnent of tho actual terrain. Each segment of the 
terrain is aagigned to teans conmintiag of two persons, One person operates 

8 drill which bores a hole in thy ground to a depth of 5 meters, A metal pire 
approximately 1 meter long is then duserted into the hole. The protruding end 
of the metal pipe is covered with sau or earth. The other person operating 
the alr testing device tests the air aboveground for 1 minute and jots dow 
the reading as indicated on the sadale of the instrument. By means of an ondi- 
nary bicycle pump, the air contained in the metal pipe buried in the ground is 
extracted and ejected into the bs. af the air testing device, The chanber 
is made of brass, is about 20 om x 26 cen <12 om and oan hold one liter of air, 
After an interval of one minute, the v»aadine indicated on the seale of the in 
strument is jotted down, The scale oi: the old instruments ran from 10 te 100; 
the scale on the hew instrument now alcyed tuns frem 1 tol4 but eash re-dine 
has to be mltiplied by 10. 


Ne thorough investigation concerning ne instrument itself was possible an? 
hence, an accurate description or dre ing of the 4, 6 : 
tained, 
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wideh ts unknowm, Further informtio: states that the instrument has been 1 
dentified as a Zeigs-Ikon make. 


The ottachoa a log book sept by a team operating this instriment. 
Each page of the logbook has $ columa:: 


Colum 1 indicates the depth in maters where @ hole Yas been drilied. 

Colum 2 indicates that the air aooverrouxl has been tested. 

Gelum 5 indicates thet the air asovesround has bean tested for one mimrtc. 

Golum: 4 indicates the wesult obtained after ene minute's testing. 

Colum: 5 indicates that the air fron tas pipe in the pround has been heated, 

Colum 6 indicates that the air from ine pipe in the ground has been tested 
for one mimrte. 

Golum 7 indicates the regult obtained after one mimitets testinr, 

Coluan & indicates the figal result uiieh +4 Computed by comparins both testing 
results and sutfacting one irom the other, 
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